
Covert VHF Mobile Antenna 
BHTB.VHF Preliminary​  

HzLabs has developed the next generation in covert, behind-the-bumper mounted VHF antennas. 
The BHTB.VHF antenna has been electromagnetically optimized and field-tested for optimal performance 
across a wide range of common fleet vehicles.  The BHTB.VHF can be ordered pre-tuned or field-tuned for 
specific automotive platforms. The BHTB.VHF is IP67 rated and built to meet automotive-grade reliability 
standards.  
 

●​ Unique end-fed design for easier installation compared to center-fed antennas 
●​ Ultra-Flexible design allows for easy installation along internal bumper contours 
●​ Mechanical fasteners may be driven through center dielectric rib of the antenna 
●​ Made in the USA 

 

Electrical Specifications 

Frequency Band 136-174 MHz 

Bandwidth 25 MHz 

Power Handling 125 Watts 

Gain Unity 

Pattern(diversity installation) Omni/360° 

 

Mechanical Specifications 

Element/Feed 
Materials 

Flexible, Silicone-Coated Stranded Conductor 
Overmolded TPU housing 

Feed Mounting Custom Bracket by platform 

Water Ingress IP67 Tested 

Element Mounting Self-tapping screw through element rib, VHB, or 
automotive push-in fastener 

Weight 0.5 lbs (0.23 kg)   x2 Antennas for diversity 

Connectors PL259/N-Male 

Feed Cables Double-Shielded /Low-Loss 0.2” diameter 

Cable Length 17 ft (5.18 m) 

 


