
Dual LTE Narrow Mount Antenna-Low Profile 
Model Number DLTEN(G)/DLTEN_W  

 
 

The Dual LTE Narrow Mount Antenna (DLTEN) is a 4G LTE MIMO antenna designed for 
Cellular gateways and M2M/Industrial IOT/LoRA. The DLTEN is purpose-built with a rugged, 
low-profile molded radome and tamper-proof features required for outdoor mounting in 
public spaces. A 3M™ VHB™ gasket seals the mounting interface from water ingress, while 
a bulkhead stud mount provides a solid, vandal-proof mount. An IP-rated PTFE vent 
equalizes pressure, while protecting the housing from water and dust ingress.  The narrow 
profile is ideal for mounting on thin sign housings and displays. No ground plane is 
required, making the DLTEN ideal for mounting on non-metallic housings. 
 

●​ Low-Profile/Narrow: 1.5 in (38 mm) height,  1.62 in (41 mm) width 
●​ Optimized for narrow and no-groundplane applications 
●​ Rugged construction for fixed and mobile applications 
●​ Threaded Stud + Automotive-grade gasket mounting 
●​ Optional GPS: DLTENG / DLTENG_W 
●​ Assembled in America, Majority Content USA 

Electrical Specifications/Cables 

Frequency Band Global 3G/4G/5G LTE (-band 71) 
690-960 MHz  
1710-2170 MHz 
2300-2700 MHz 

Gain 1.5 dBi (typical) 

Pattern Omnidirectional 

Return Loss(nominal) 690-960 MHz: 2.75:1 
1710-2700 MHz: 2:1  

GPS LHCP GPS/Glonass with 16.5 dB LNA 
Embedded Filter 

Ports 2: Cell1 / Cell2 
GPS Option 

Connectors SMA Male (Custom Connectors Available) 

Feed Cable 2x double-shielded, LMR195 
equivalent (cellular) 
GPS: 1x LMR100 

Cable Length 36 in (0.91 m) (custom lengths available) 
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Mechanical/Environmental Specifications 

Construction Black (PN: DLTE) or White (DLTE_W) Radome (color matching 
available) 
Precision PCB Antenna Element 
UV Stable PC-ABS Radome 
Nickel-Plated Brass mounting stud 

Mounting 0.625 in. bulkhead stud, 5/8-24 UNEF Thread 
Automotive 3M™ VHB™ Mounting Tape Gasket 

Temp Rating -40ºF to +149ºF (-40ºC to +65ºC) Operating and Storage  

Water Ingress IP67 Tested, IP68 when properly mounted 

Weight 0.23 lb (0.105 kg) 

Dimensions 7.12 x 1.62 x 1.5 in (180.85 x 41.15 x 38.1 mm) 

 
 
 

 
 

 
 


